
Ducane Evaporator Coils

FEATURES
All coils are compatible with R22 or R410A
All drain pans are compatible with UV lights

EC1P/EM1P
Cased
Upflow/Counterflow (EC1P) for application flexibility
Upflow/Horizontal (EM1P) for application flexibility
Microban® antimicrobial additive in the drain pan to
resist mold and mildew growth
One of the lowest water retention drain pans in the
industry to minimize mold and mildew growth
Insulated galvanized steel coil case with durable
embossed finish
Interlocking door assemblies and snug line seal grommets
to minimize air leakage
External cabinet mounted distributor body designed for
easy changing of orifice sizes and fast TXV connections
Foil-face insulation for easy cleaning
Two dual drain connections on front of coil for installation
flexibility of drain lines around furnace vent and utility
connections
Side drain pan built in for easy horizontal coil installations
(EM1P only)
Tubing located at door split for easy coil service or coil
cleaning

EU1P
Uncased
Upflow/Counterflow for application flexibility
Microban® antimicrobial additive in the drain pan to
resist mold and mildew growth
One of the lowest water retention drain pans in the
industry to minimize mold and mildew growth
Two dual drain connections on front of coil for installation
flexibility of drain lines around furnace vent and utility
connections
Orifice assembly designed for easy changing of orifice
sizes and fast TXV connections

EH1P
Cased
Dedicated horizontal
Microban® antimicrobial additive in the drain pan to
resist mold and mildew growth
Drain pan has trough to fully drain condensate away
Insulated galvanized steel coil case with durable
embossed finish
Top, front, and back panels are removable for easy
service or coil cleaning
Dual condensate drains on front and back of coil allows
flexibility of placement to accommodate left or right
airflow furnaces
Foil faced insulation for easy cleaning
Refrigerant connections on top of coil for ease of
installation in left or right airflow furnaces

Warranty - 5- year limited

EC1P

EM1P

EU1P

EH1P

ARI Certified
Certification applies only when

used with proper components as
listed with ARI.



Model Number Guide
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006 008 0001 0021 0041 0061 0081 0002 0022 0042
A91**E 90. 61. 42. -- -- -- -- -- -- --
B,A81**E 71. 52. 93. 25. -- -- -- -- -- --

A32**E 01. 81. 62. 63. -- -- -- -- -- --
B32**E 90. 51. 22. 13. -- -- -- -- -- --
B,A42**E 21. 12. 03. 34. 55. -- -- -- -- --

A92**E 80. 31. 02. 82. 73. -- -- -- -- --
B92**E 60. 11. 61. 32. 13. -- -- -- -- --
A03**E -- 41. 12. 03. 93. 15. -- -- -- --
C,B03**E -- 11. 61. 12. 82. 43. -- -- -- --

A63**E -- 41. 12. 03. 93. 15. -- -- -- --
B63**E -- 11. 61. 12. 82. 43. -- -- -- --
C63**E -- 60. 11. 71. 32. 92. -- -- -- --
B34**E -- -- 31. 81. 42. 13. 04. -- -- --
C34**E -- -- 90. 21. 61. 02. 42. -- -- --
B84**E -- -- 31. 81. 42. 13. 04. -- -- --
C84**E -- -- -- 71. 32. 92. 73. 34. -- --
C94**E -- -- -- 21. 71. 22. 82. 53. -- --
C05**E -- -- -- 71. 32. 92. 73. 34. -- --
D06**E -- -- -- -- 51. 81. 12. 72. 23. 73.
C26**E -- -- -- -- 91. 32. 82. 43. 04. 64.
D26**E -- -- -- -- 51. 81. 12. 72. 23. 73.

Coil Pressure Drop



Dimensions - Cased
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MAN91P1CE 2/131 2/161 21 2/121 02 12 2/112 55 8/3 4/3 52
MAN81P1CE 2/131 2/161 21 2/121 02 12 2/112 55 8/3 4/3 33
MAN32P1CE 2/131 2/181 21 2/121 02 12 2/112 76 8/3 4/3 23
MBN32P1CE 4/171 2/181 4/351 4/161 02 12 2/112 76 8/3 4/3 23
MAN42P1CE 2/131 2/102 21 2/121 02 12 2/112 76 8/3 4/3 42
MAN92P1CE 2/131 2/152 21 2/121 02 12 2/112 17 8/3 4/3 04
MAN03P1CE 2/131 2/152 21 2/121 02 12 2/112 17 8/3 4/3 04
MBN03P1CE 4/171 2/152 4/351 4/161 02 12 2/112 17 8/3 4/3 04
MAN63P1CE 2/131 2/152 21 2/121 02 12 2/112 87 8/3 4/3 55
MBN63P1CE 4/171 2/152 4/351 4/161 02 12 2/112 87 8/3 4/3 55
MCN63P1CE 2/102 2/152 91 2/191 02 12 2/112 87 8/3 4/3 55
MBN34P1CE 4/171 2/172 4/351 4/161 02 12 2/112 28 8/3 8/7 95
MBN84P1CE 4/171 2/152 4/351 4/161 02 12 2/112 09 8/3 8/7 64
MCN05P1CE 2/102 2/172 91 2/191 02 12 2/112 09 8/3 8/7 57
MCN94P1CE 2/102 2/192 91 2/191 2/102 2/112 22 09 8/3 8/7 06

MD95P1CE 2/152 2/182 42 2/142 81 2/102 12 09 8/3 8/7 67
MCN26P1CE 2/102 2/113 91 2/191 2/102 2/112 22 101 8/3 8/7 58
MDN06P1CE 2/142 2/152 32 2/132 2/191 2/102 12 101 8/3 8/7 58
MDN26P1CE 2/142 2/192 32 2/132 2/191 2/102 12 101 8/3 8/7 58



Dimensions - Multi-Position
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1-MAN91P1ME 2/131 2/152 21 2/121 02 12 2/112 550. 8/3 4/3 33
1-MAN81P1ME 2/131 2/152 21 2/121 02 12 2/112 550. 8/3 4/3 54
1-MAN32P1ME 2/131 2/152 21 2/121 02 12 2/112 760. 8/3 4/3 04
1-MBN32P1ME 2/171 2/152 61 2/161 02 12 2/112 760. 8/3 4/3 04
1-MAN42P1ME 2/131 2/152 21 2/121 02 12 2/112 760. 8/3 4/3 24
1-MAN92P1ME 2/131 2/152 21 2/121 02 12 2/112 170. 8/3 4/3 04
1-MAN03P1ME 2/131 2/152 21 2/121 02 12 2/112 170. 8/3 4/3 24
1-MBN03P1ME 2/171 2/152 61 2/161 02 12 2/112 170. 8/3 4/3 24
1-MAN63P1ME 2/131 2/152 21 2/121 02 12 2/112 870. 8/3 4/3 75
1-MBN63P1ME 2/171 2/152 61 2/161 02 12 2/112 870. 8/3 4/3 75
1-MCN63P1ME 2/102 2/152 91 2/191 02 12 2/112 870. 8/3 4/3 75
1-MBN34P1ME 2/171 2/172 61 2/161 02 12 2/112 280. 8/3 8/7 06
1-MBN84P1ME 2/171 2/152 61 2/161 02 12 2/112 090. 8/3 8/7 84
1-MCN05P1ME 2/102 2/172 91 2/191 02 12 2/112 090. 8/3 8/7 77



Dimensions - Uncased
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1-NAN91P1UE 31 2/191 8/151 2/19 2/14 550. 8/3 4/3 71
1-NAN81P1UE 31 2/191 51 2/19 2/14 550. 8/3 4/3 32
1-NAN32P1UE 31 2/191 5/171 2/121 2/14 760. 8/3 4/3 22
1-NAN42P1UE 31 2/191 5/191 2/141 6 760. 8/3 4/3 22
1-NAN92P1UE 31 2/191 4/112 3/171 2/16 170. 8/3 4/3 42
1-NAN03P1UE 31 2/191 4/132 3/171 2/16 170. 8/3 4/3 2/104
1-NAN63P1UE 31 2/191 8/332 3/171 2/16 870. 8/3 4/3 83
1-NBN63P1UE 71 2/191 8/132 3/171 2/16 870. 8/3 4/3 83
1-NBN34P1UE 71 2/191 4/172 3/132 2/15 280. 8/3 8/7 42
1-NBN84P1UE 71 2/191 8/132 2/19 2/14 090. 8/3 8/7 83
1-NCN05P1UE 02 2/191 4/362 3/132 2/15 090. 8/3 8/7 04
1-NCN26P1UE 2/191 2/112 8/503 8/181 4 101. 8/3 8/7 56
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ND95P1UE 8/152 02 2/142 4/361 5 090. 8/3 8/7 94
NDN26P1UE 32 2/191 8/182 4/181 2/14 9/1 8/3 8/7 56



All specifications and illustrations
subject to change without notice and
without incurring obligations..

www.ducanehvac.com
For more information, contact your local Ducane distributor.
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Printed in U.S.A. *DEUCMH1P-100-11-05*

 Dimensions - Horizontal

Width

Airflow

Front View

Suc. Liq.

Drain connections are on

front and back

Drains

Suc.

Outlet

Height

21 1/4”
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1-MA32P1HE 2/141 2/162 31 4/391 2/131 02 83
1-MB32P1HE 2/171 2/162 61 4/391 2/161 02 05
1-MA92P1HE 2/141 2/113 31 4/391 2/131 4/102 65
1-MB92P1HE 2/171 2/162 61 4/391 2/161 02 54
1-MB63P1HE 2/171 2/162 61 4/391 2/161 02 65
1-MC63P1HE 12 2/162 2/191 4/391 02 02 46
1-MB34P1HE 2/171 2/113 61 4/391 2/161 4/102 25
1-MC34P1HE 12 2/162 2/191 4/391 02 02 65
1-MC94P1HE 12 2/113 2/191 4/391 02 4/102 85
1-MD94P1HE 2/142 2/113 32 4/391 2/132 4/102 66

MC26P1HE 12 2/113 2/191 4/391 02 4/102 36
MD26P1HE 2/142 2/113 32 4/391 2/132 4/102 36


